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Based on a new technology – developed by REDTENBACHER 

 For temple sizes 8 x 3,4 mm minimum 

 Special feature: ZERO rocking 

 Applicable for a very wide range of materials as plastic, wood, 

3D printing, etc. 

 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 

 

Ypsilon 3,5 

Hidden Spring Hinge 
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Drawings 
 

Preassembled spring hinge – 29.6134100.N01 (nickel plated) 

 
 
 

Preassembled spring hinge – 29.6134200.N01 (nickel plated) 
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Front hinge 90° – 00.1217200.L/R01 (nickel plated) 

 
 
 

Front hinge combi – 04.1643200.L/R00 

 
 
 

Fixing screw – 28.3363000.N01 (nickel plated) 
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Fixing screw – 28.3500000.N01 (nickel plated) 
 

 
 
 

 
Screw for front hinge 90° – 28.3499000.N00 
 

 
 
 
 

 
Screw for front hinge combi – 28.3365000.N00 
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Test Report 
 

Ypsilon 3,5 90°     

        
Spring hinge Fixing screw (SC) Front hinge Pin 

29.6134200 28.3500000 00.1217200 28.3499000 

        

Test    Result    

        

1. Breakage Test  Passed  
To bend / incline the hinge (vertical)  
+/- 15 degree  
12 times without breakage 

  

 

 

  

      

2. Bending Resistance Test  Passed  
To bend / incline the hinge (vertical) 
to 15 degree  
minimum torque 65Ncm 

  

 

 

  

      

3. Movement Test  Passed  
To open and close for 50.000 times 

  

 

 

  

      

4. Pulling Out Resistance Test  Passed  
To have no breakage or serious damages of the  
gliding part at pull out strength 30kg   

 

 

  

      

5. Check of rocking movement  Passed  
Due to the mechanical design,  
the torsion play is not possible   

 

 

  

      

        

        
Quality standard: ppm ≤ 10.000 

 
 


